IN THE CLAIMS 



Claim 1-41 (canceled) 

Claim 42 (new): A method performed by a wireless communication device having an antenna that is 
user-adjustable between first and second configurations that differ in terms of the length to which the 
antenna is extended, the method comprising: 

detecting that the antenna is in the first configuration; 

determining a first power level for the wireless communication device based on the first 
antetma configuration; 

applying the first power level to an output signal transmitted by the device; 
detecting that the antenna is in tlic second configuration; 

determining a second power level, different than the first power level, based on the second 
antenna configuration; and 

applying the second power level to the output signal. 

Claim 43 (new): The method of claim 42 wherein both detecting steps, both determining steps and 
both applying steps are performed during a single communication session. 

Claim 44 (new): The method of claim 42 wherein the first and second applying steps comprise 
limiting maximum output power of the device respectively to the first and second power levels. 

Claim 45 (new): The method of claim 42 wherein the first and second power levels are determined 
based on Specific Absorption Rate. 

Claim 46 (new): A wireless communication device having an antenna that is user-adjustable 
between first and second configurations that differ in terms of the length to which the antenna is 
extended, the communication device comprising: 

a sensor that senses whether the antenna is in the first configuration or the second 
configuration; and 

a processor that determines a power level based on which of the configurations is sensed by 
the sensor and applies the determined power level to an output signal of the communication device. 
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Claim 47 (new): The communication device of claim 46 wherein the processor is configured to 
determine and apply a first power level during a communication session and determine and apply a 
different power level during the same session. 

Claim 48 (new): The communication device of claim 46 wherein the processor is configured to 
apply the determined power level by limiting output power of output signal to the determined power 
levels. 

Claim 49 (new): A wireless communication device having an anteima that is user-adjustable 
between first and second configurations that differ in terms of the length to which the antenna is 
extended, the communication device comprising: 

means for detecting whether the antenna is in the first or second configuration; 

means for determining a power level for the wireless communication device based on the 
detected antenna configuration; and 

means for applying the determined power level to an output signal transmitted by the device. 
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